
Topfix
Topfix is an extraordinary solution for horizontal 

or inclined glazing such as light panels, 
skylights & conservatories.
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INCLINATION ANGLE OF FABRICS

Application of fabric for horizontal screens - outside use:

POLYESTER FABRIC
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INCLINATION ANGLE (°) WIDTH PROJECTION HORIZONTAL SUNSCREEN  
(water repellent depending on type of fabric)

Topfix

H ≤ 8° W ≤ 4000mm P ≤ 3000mm

8° < H ≤ 20°
W ≤ 4000mm P ≤ 1500mm
W ≤ 1250mm

1500 < P ≤ 3000mm
1250 < W ≤ 4000mm

H > 20° W ≤ 4000mm P ≤ 3000mm

In general: the smaller the inclination, the bigger the risk of sagging of the fabric
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TOPFIX - DESCRIPTION

DESCRIPTION

TOPFIX

Height box 105 mm

Depth box 100 mm

Motor control

Minimal width 1150 mm

Maximal width 4000 mm (bottom bar H 90 x D 50 - standard) 
3000 mm (bottom bar H 60 x D 40 - optional)

Minimal projection 300 mm

Maximal projection 3000 mm

Maximal surface 12 m² per part

Joinable 2 parts (1 motor)

Minimal width coupled 2300 mm

Maximal width coupled 6000 mm

Minimal projection coupled 300 mm

Maximal projection coupled 3000 mm

Linked installation

Necessary distance (expansion) 1 mm per 1000 mm width

Technical features

CE approved √

Windclass EN13561 WK3 

Guaranteed windtightness 120 km/h

Points of interest

Each element must meet the technical specifications of a single screen!

Horizontal sunscreen ≠ rain protection.

Assembly with box sideways: applicable fpr an inclination angle of 45*; motor always situated on top.

Advise: installation Topfix without assembly foot: box should be supported. 

In case of larges sizes in width and there is glass beneath the Topfix, there exists a risk that the fabric can drag unto the glass.

Applicable screens

Polyester fabric Soltis 86 / 92 Horizontal confectioning of fabric - welding of 1770 mm 
Horizontal confectioning of fabric - welding of 2670 mm for a limited selection

Polyester fabric Rensonscreen Horizontal confectioning of fabric - welding of 3000 mm

Blackout screen polyester fabric Rensonscreen Opaque Horizontal confectioning of fabric - welding of 1450 mm

Blackout screen polyester fabric Soltis B92 Horizontal confectioning of fabric - welding of 1700 mm

Notes - Polyester fabric can show wrinkles or folds
- Application of fabric in function of the inclination (see table “Inclination angle of fabrics”)

See also page ‘Technical info’
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TOPFIX - TECHNICAL INFO

TECHNICAL INFO

Cross sections

Assembly feet
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= Max. 4000mm

= Max. 6000mm

Coupled

Linked
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= Max. 4000mm

Max. surface: 12m²

W = Width

Topfix ®

Front view

Side view

Top view

Look at your Topfix from the point of view in which the fabric roller should be demounted ( ).  
This defines the choice left or right.

Single

Assembly with assembly feet

Coupled Linked

Assembly without assembly feet
Side For glass above For glass below WallDirectly
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TOPFIX - TECHNICAL INFO

Installation methods Bottom bar

Look at your Topfix from the point of view in which the fabric roller should be 
demounted ( ). This defines the choice left or right.

Standard Optional
(or up to max. width ≤ 

3000 mm)
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Box on top
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(inside application)
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MBox sideways
(0-45° - motor on top)

Throughput Position
throughput

A back

B back

F top

G sideways

H sideways
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